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VEHZ.EX28355 - Drain Fittings, Special Type

Drain Fittings, Special Type
See General Information for Drain Fittings, Special Type

NINGBO HUACHENG VALVE CO LTD EX28355
No 103 Chezhan East Rd
Huangtan Town
Ninghai, ZHEJIANG 315600 CHINA
Model Q2968 test and drain fitting in the following nominal sizes, discharge coefficients and rated pressures. The valves are
available in threaded and grooved end connections:

Size,  
in.

Nominal K-Factor,  
gpm/(psi)

Rated Pressure,  
psig

1, 1-1/4, 1-1/2 and 2 5.6 300
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Certified and
covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1.
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entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from
the Online Certifications Directory with permission from UL" must appear adjacent to the extracted material. In addition, the
reprinted material must include a copyright notice in the following format: "© 2022 UL LLC"
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